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40 CFR Ch. I (7–1–14 Edition) § 86.1501 

SOURCE: 48 FR 52252, Nov. 16, 1983, unless 
otherwise noted. 

§ 86.1501 Scope; applicability. 

(a) This subpart contains gaseous 
emission idle test procedures for light- 
duty trucks and heavy-duty engines for 
which idle CO standards apply. It ap-
plies to 1994 and later model years. The 
idle test procedures are optionally ap-
plicable to 1994 through 1996 model 
year natural gas-fueled and liquified 
petroleum gas-fueled light-duty trucks 
and heavy-duty engines. 

(b) References in this subpart to en-
gine families and emission control sys-
tems shall be deemed to apply to dura-
bility groups and test groups as appli-
cable for manufacturers certifying new 
light-duty trucks and Otto-cycle com-
plete heavy-duty vehicles under the 
provisions of subpart S of this part. 

[65 FR 59963, Oct. 6, 2000. Redesignated at 73 
FR 37194, June 30, 2008] 

§ 86.1502 Definitions. 

The definitions in § 86.084–2 or 
§ 86.1803–01, as applicable, apply to this 
subpart. 

[64 FR 23923, May 4, 1999. Redesignated at 73 
FR 37194, June 30, 2008] 

§ 86.1503 Abbreviations. 

The abbreviations in § 86.084–3 or in 
§ 86.1804–01, as applicable, apply to this 
subpart. 

[64 FR 23923, May 4, 1999. Redesignated at 73 
FR 37194, June 30, 2008] 

§ 86.1505 Introduction; structure of 
subpart. 

(a) This subpart describes the equip-
ment and the procedures required to 
perform idle exhaust emission tests on 
heavy-duty engines and light-duty 
trucks. Subpart A of this part sets 
forth the testing requirements, report-
ing requirements and test intervals 
necessary to comply with EPA certifi-
cation procedures. 

(b) Four topics are addressed in this 
subpart. Sections 86.1505 through 
86.1515 set forth specifications and 
equipment requirements; §§ 86.1516 
through 86.1526 discuss calibration 
methods and frequency; test procedures 
and data requirements are listed in 

§§ 86.1527 through 86.1542 and calcula-
tion formulas are found in § 86.1544. 

[59 FR 48536, Sept. 21, 1994, as amended at 60 
FR 34376, June 30, 1995. Redesignated at 73 
FR 37194, June 30, 2008] 

§ 86.1506 Equipment required and 
specifications; overview. 

(a) This subpart contains procedures 
for performing idle exhaust emission 
tests on Otto-cycle heavy-duty engines 
and Otto-cycle light-duty trucks. 
Equipment required and specifications 
are as follows: 

(1) Exhaust emission tests. All engines 
and vehicles subject to this subpart are 
tested for exhaust emissions. Necessary 
equipment and specifications appear in 
§§ 86.1509 through 86.1511. 

(2) Fuel and analytical tests. Fuel re-
quirements for idle exhaust emission 
testing are specified in § 86.1513. Ana-
lytical gases are specified in § 86.1514. 

(b) Through the 2009 model year, 
manufacturers may elect to use the ap-
propriate test procedures in this part 
86 instead of the procedures referenced 
in 40 CFR part 1065 without getting ad-
vance approval by the Administrator. 

[59 FR 48536, Sept. 21, 1994. Redesignated and 
amended at 73 FR 37194, June 30, 2008] 

§ 86.1509 Exhaust gas sampling system. 

(a) The exhaust gas sampling system 
shall transport the exhaust sample 
from the engine or vehicle to the anal-
ysis system in such a manner as to 
maintain the integrity of the sample 
constituents that are to be analyzed. 

(b) The sample system shall supply a 
dry sample (i.e., water removed) to the 
analysis system. 

(c) A CVS sampling system with bag 
or continuous analysis as specified in 
40 CFR part 1065 is permitted as appli-
cable. The inclusion of an additional 
raw carbon dioxide (CO2) analyzer as 
specified in 40 CFR part 1065 is required 
if the CVS system is used, in order to 
accurately determine the CVS dilution 
factor. The heated sample line speci-
fied in 40 CFR part 1065 for raw emis-
sion requirements is not required for 
the raw (CO2) measurement. 
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